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See highlight for the HEPA Filter spec.
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High Temperature AstroCel® |
Filters

AstroGel | filters are constructed with
stainless steel or aluminum cell sides
and are available for applications with
continuous operating temperatures
up to 750°F.

400°F (204°C) — Stainless Steel or
Aluminum Cell Sides, White RVT
Silicone Board

500°F (260°C) — Stainless Steel or
Aluminum Cell Sides, Red RVT
Silicone Board

750°F (399°C) — Stainless Steel or

Aluminum Cell Sides, Black
Cement Bond

Special Construction
AstroCel’ | Filters

AstroCel | Side Access Filters
AstroGel | filters are constructed with
aflange at the top and bottom for
installation into earlier models of
AstroSeal® side access housings.

Product Information

2000 SCFM
(3400 m¥/hr)

Rated Airflow Capacity
@1.41in. w.g. (350 Pa) initial resistance|

Standard High Capacity
Operating AstroCel | AstroCel | HCX
” x 24" x 11%" 24" x 24" x 11%"

Rated Airflow Capacity 1000 SCFM 1500 SCFM
@1.01n. wg. (250 Pa) initial resistance (1700 mhr) (2550 m¥/hr)
Senvice Life Ratio 10 20
@ 1000 SCFM (1700 m¥hr.)
Performance Data
AstroCel | -24 x 24 x 11%
Initial Resistance vs. Airflow Capacity
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AstroCel |HCX - 24 x 24 x 11%

Initial Resistance vs. Airflow Capacity





